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Catalog MSG14-2500/US

Series R5V
Pressure Relief Valves

PHASE OUT

Pressure 
Relief  
Valve

Pilot  
Ports

Size

R5V
SAE  

Interface
Pressure 
Range

Code Description
 1 up to 105 Bar  
  (1523 PSI)

 3 up to 210 Bar  
  (3045 PSI)

 5 up to 350 Bar  
  (5075 Bar)

Adjustment

 Code Description
 1 Hand Knob

 3 Acorn Nut  
  with Lead Seal

 4 Key Lock

Pilot Oil Design  
Series

A
Seal

 Code Description
 1 Nitrile

 5 Fluorocarbon

OptionsSwitching 
Type

 Code Description
 Omit Standard w/o vent function

 09* Solenoid not activ. unpress.  
  circulation

 11** Solenoid activated unpress.  
  circulation

* Sol. de-energized: open to tank 
Sol. energized: vent line blocked.

** Sol. de-energized: vent line blocked 
Sol energized: open to tank.

Solenoid 
Voltage

 Code Description
 Omit Standard w/o 
  vent function

 G0R 12V

G0Q 24V

GAR 98V

GAG 205V

W30 110V 50Hz/ 
  120V 60Hz

 W31 220V 50Hz/ 
  240V 60Hz

 Code Description
 06 SAE 3/4"

 08 SAE 1"

 10 SAE 1-1/4"

 12* SAE 1-1/2"

* R5V 3-Port only

SAE 61 
   Maximum 
Code Size Pressure
 3 12 210 Bar  
   (3045 PSI)

 4 10 280 Bar  
   (4060 PSI)

 5 06/08 350 Bar  
   (5075 PSI)

SAE 62 
   Maximum 
Code Size Pressure
 6* 06/08/ 350 Bar 
  10/12 (5075 PSI)

* R5V 3-Port only.

2-Port Body 
Code Description
 7 Y1 = G1/4

3-Port Body 
Code Description
 9 Y1*, X1,  
  M = G 1/4

* 3-Port: Y1 only 
available at external 
drain (pilot oil code 6).

 Code Drain Line
 2 Internal

 6 External from Y1-Port

 F Internal for 2-Port  
  with X plugged 

 Code Description
 Omit Standard

008 Vent function  
  with slow unloading

Weight: 2-Port 3-Port
R5V06 4.0 kg (8.8 lbs.)  3.6 kg (7.9 lbs.) 
R5V08 4.6 kg (10.1 lbs.) 4.6 kg (10.1 lbs.) 
R4V10 5.9 kg (13.0 lbs.) 5.2 kg (11.5 lbs.) 
R5V12 – 8.0 kg (17.6 lbs.)

Ordering Information


